TECHNICAL DATA TAURUS® 1-6

TAURUS® tools deal easily with a wide range of applications and requirements.

TAURUS® 1

TAURUS® 2

TAURUS® 3

TAURUS® 4

TAURUS® 5

TAURUS® 6
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Material / @

@ 2.4 upto 3.2 mm

4 mm

Ima manc
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up to @ 6.4 mm
(max. mandrel@ 4.5 mm)

up to @ 6.4 mm

up to @ 8 mm

(max. mandrel2 4.5 mm)

above @ 6.4 mm

up to @ 10 mm

above@ 6.4 mm

upto@ 10 mm
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H (mm] W (mm]
260 278
292 278
317 312
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Kg

1,3

1,6

1,9

2,0

3,4

3,4

Operating
air pressure

5-7 bar

57 bar

5-7 bar

57 bar

57 bar

5-7 bar

Air hose
connection

6 mm @ (1/4")

6mm @ (1/4")

6 mm @ (1/4")

6 mm @ (1/4")

6 mm @ (1/4")

6mmJ(1/4")

Air
consumption

approx. 1.0 lir.
per rivet

approx. 2.3 lir.
per rivet

approx. 4.8 lir.

per rivet

approx. 4.8 lir.

per rivet

approx. 6.9 lir.
per rivet

approx. 6.9 lir.
per rivet

Traction
power

4.200 N

at 5 bar

9.000 N
at 5 bar

14.000 N
at 5 bar

20.000 N
at 5 bar

42.000 N
at 7 bar

50.000 N
at 7 bar

Stroke

15

18

25

19

17

15

Equipment

Nosepieces:17/18, 17/24, 17 /27
Maintenance wrench SW12/14,
SW14/17

Nosepieces:17/27, 17/29,
17/32 and 17/36
Maintenance wrench SW12/14,
SW14/17

Nosepieces:17/36,
17/40 and 17/45
Maintenance wrench SW12/14,
SW14/17

Nosepieces:17/36,
17/40 and 17/45
Maintenance wrench SW12/14,
SW14/17

G—====blind rivet /@::}mmm lockbolt . All materials . alu

Part no.

145 7665

145 7771

145 7871

145 79

64

145 8002

145 8022

alu/steel

lockbolt
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